


Retroreflective Performance





Physical Performance
3M™ Scotchlite™ Re�ective Material – Fabrics will meet or exceed the following speci�cations as noted. All RA values 
are at +5.0° entrance angle and 0.2° observation angle. (See product certi�cates on website for testing laboratory and 
test date.)

Performance
While use of 3M™ Scotchlite™ Re�ective Material enhances visibility, no re�ective material can guarantee absolute 





Care and Maintenance Instructions
Important: Test each application according to appropriate care instructions required for the �nished product. Actual life of 
3M™ Scotchlite™ Re�ective Material depends on cleaning methods, wear conditions, exposure conditions, and maintenance. 
High-visibility warning clothing made with re�ective material should be maintained in good condition and inspected regularly 
for damage or deterioration. 

Home Wash Guidelines
Home laundering means using a top or front loading consumer type home washing machine with a consumer detergent at 
moderate water temperatures (up to 60 °C , 140 °F). Garment �nishing such as tumble drying at high temperatures can limit 
garment life and should be considered as part of the cleaning process.

If bleach is needed for washing, only non-chlorine bleach should be used. High alkaline treatments such as stain 
removal products should not be used. Garment care label guidelines need to consider the garment fabric as well as the 
recommendations for garment components such as retrore�ective trim. Washing or dry cleaning products listed as “Do Not 






